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2000930SERV FOR BOM

1. PACKAGE PER "2000930-PCK
    (MA STRUT, 2500, CFR-PACK INST.)

2. NOTE THAT 2000930 IS DESIGNED TO BE     
    BACKWARDS COMPATIBLE WITH 2000830.

C

C

REVISIONS

REV. DESCRIPTION DATE APPROVED

A INITIAL RELEASE (ECO#C00650) 04/08/2021 JA

B
SHEET FORMAT UPDATED TO ESDEC US.
BOM ADDED.
UPDATED TO CUSTOMER DRAWING. (ECR_1900_005)

07/12/2023 KL/JPS

C
SHEET FORMAT UPDATED TO ENSTALL.
ITEM 1 WAS: 2000930SERV REV B, 
NOW: 60-00088 REV C
(ECR_1900_011)

12/08/2023 KL/JPS

ITEM NO. PART NUMBER DESCRIPTION UNIT WEIGHT
(LBS.) QTY. REV.

1 60-00088 MA STRUT, 2500, CFR 
(FABRICATED) 7.075 1 C

7.075 LBS

C

MA STRUT, 2500, CFR

WEIGHT: SHEET 1 OF 1

Q.A.
MFG APPR.
ENG APPR.
CHECKED
DRAWN

REV.

A
DWG.  NO.SIZE

SCALE:1:16

2000930

DO  NOT  SCALE  DRAWING

HY 01/15/2021
JA 05/14/2021
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MK

05/14/2021
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TK 12/08/2023
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DIMENSIONS TOLERANCES ARE IN:
INCHES.

X.X:  +/- .06   

ANGLES: +/- .5°

[MILLIMETERS]

INTERPRET DIM AND TOLERANCE
PER ASME Y14.5[M]-2009

  PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS 
THE SOLE PROPERTY OF ENSTALL INC. ANY 
REPRODUCTION IN PART OR AS A WHOLE WITHOUT 
THE WRITTEN PERMISSION OF ENSTALL INC. IS 
PROHIBITED. COPYRIGHT © 2023 ENSTALL INC.
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DESCRIPTION

X.XX:  +/- .02   
X.XXX:  +/- .008  

X:  +/- 1.5   
X.X:  +/- 0.5   
X.XX:  +/- 0.20  
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